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TRAFFIC SIGNAL MAST ARM AND PQST PEDESTRIAN SIGNAL PUSHBUTTON o e

FEDL fOaD DIST. 0. 1 LLvois | FPD. ain PROJFCT

MAST ARM MOUNTED SIGNAL IN PROPQSED NOTFS=
& FUTURE SIDEWALK AREA. INTERSECTION AL

SHOWN WLlIH PEDES IRLAN SIGNAL AND . AT ACCESSIBLE PEDESTRIAN SIGNAL LOCATIONS WITH PEDESTRIAN ACTUATION. EACH
PUSHBLITTON DETECTOR " PUSHBUTTON SHALL ACTIVATE BOTH THE WALK INTERVAL AND THE ACCESSIBLE
-+ PEDESTRIAN SIGNALS.

CURB, SIIOULDCR, OR AT ACCESSIBLE PEDESTRIAN SIGNAL LOCATIONS, PUSHBUTTONS SHOULD CLEARLY INDICATE
EDGE OF PAVEMENT WHICH CROSSWALK SIGNAL IS ACTUATED BY EACH PUSHBUTTON. PUSHBUTTONS AND TACTILE
(SEE PLANS) ARROWS SHOULD HAVE HIGH VISUAL CONTRAST (SEE THE DEPARTMENT OF JUSTICE'S AMERICANS
WITH DISABILITIES ACT STANDARDS FOR ACCESSIBLE DESIGN, 1931 TACTILE ARROWS SHOULD
POINI IN IHE SAME DIRECIION AS IHE ASSOCIAIED CROSSWALK. Al CORNERS OF SIGNALIZED
-t} LOCATIONS WITH ACCESSIBLE PEDESTRIAN SIGNALS WHERE PEDESTRIAN FUSHBUTTONS ARE
PROVIDED, THE PUSHBUTTONS SHOLLD BE SEFARATED BY THE DISTANCE OF AT LEAST 10 FT (3m).
THIS ENABLES PEDESTRIANS WHO HAVE VISUAL DISABILITIES TO DISTINGLISH AND LOCATE THE
APPROPRIATE PUSHBUTTON.

SEE
TABLE {
& PUSHBUTTONS FOR ACCESSIBLE PEDESTRIAN SIGNALS SHOULD BE LOCATED AS FOLLOWS:

see S A: ADJACENT TO A LEVEL ALL-WEATHER SURFACE TO PROVIDE ACCESS FROM A WHEELCHAIR,

4BLE . AND WHERE THERE IS AN ALL WEATHER SURFACE, WHEELCHAIR ACCESSIBLE ROUTE TQ THE RAMP,
& B: WITHIN 5 I'T {1.5m} OF TIC CROSSWALK CXTCNDLD.

e C: WITHIN 10 FT (3m) OF THE EDGE OF CURB, SHOULDER, OR PAVEMENT.

24600 mm) 1 :i
TYP. 'y '% e D: PARALLEL TO THE CROSSWALK TO BE USED (SEE MUTCD FIGURE 4E-2).
* * bz NORMAL PLDESIRIAN PUSHBUI 1ON MOUNIING HEIGHI SHOULL BE 3.5 F1 (L.0Obm}
ABOYE ADJACENT SIDEWALK
5 (L5ml MAX. | #m
TABLE 1 2. PLDCSTRIAN SIGNAL [MACCS SIHALL BLC MOUNTCD ®ITH TIHC BOTTOM OF THD [DUSING NOT LLSS

THAN 8 FT (2.4m)} NOR MORE THAN 10 FT (3.0m) ABOVE THE SIDEWALK LEVEL AND S0 THERE 15 A
RECOMMENDED PUSHBUTTON LOCATIONS FOR ACCESSIBLE PEDESTRIAN SIGNALS PFDFSTRIAN INNTCATION TN THF | INF OF PFDFSTRIANSS VISION WHICH PFRTAINS TO THF CROSSWAIK
SHALL BE IN ACCORDANCE WITH THE CURRENT MUTCD (SEE NOTE 1. TO MEET BEING USED.

MUTCD REQUIREMENTS, PEDESTRIAN SIGNAL PUSHBUTTONS MAY HAVE TO BE
MOUNTED ON A SEPARATE POST. 3

THE BOTTOM OF THE HOUSING OF A VEHICLE SIGNAL FACE, NOT MOUNTED OVER A ROADWAY, SHALL BE
AT LEAST 10 FT (3.0m) BUT NOT MORE THAN 15 FT (4.5m) ABOVE THE SIDEWALK OR, ABOVE THE
PAVEMENT GRADE AT THE CENTER OF THE HIGHWAY IF NO SIDEWALKS EXIST.

4. THE BOTTOM OF THE HOUSING OF A VEHICLE SIGMAL FACE, MOUNTED OVER A ROADWAY, SHALL BE ACCORDING
TO0 CURRENT STATE STANDARDS 877001 AND BT7006. {16 FT (Sm) MIN., 18 FT (5.5m} MAX.. FROM HIGHEST
POINT OF PAYEMENT)

PEDESTRIAN SIGNAL PQOST

PFDFSTRIAN STGNAL HFAD
AND PEDESIRIAN PUSHBUI 10N
DETECTOR LOCATION TABIF 1
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CURB, SHOULDER, OR
A FDGF OF PAVEMENI TRAFFIC SIGNAL EQUIPMENT | COMBINATION CONCRETE CURB AND GUTTER SHOULDER/NON-CURBED AREA
(SEE PLANS) (MIN. DIST. FROM BACK OF CURB) (MIN. DIST. FROM FDGF OF PAVFMFNT!
A - IRAFFIC SIGNAL MAS| ARM POLE 6 k1 (LBm) SHOULDER WIDTH + 2FT(O.6mi, MINIMUM [OFT(3.0m)
r C} TRAFFIC SIGNAL POST 4 FT (1.Zm) SHOULDER WIDTH + 2FT(0.6m), MINIMUM LOF T(3.0m)
'1: PEDESTRIAN SICNAL POST 4 FT a.2m SHOULDER WIDTH + 2FTI0.6m), MINIMUM [OF T{3.0m}
sT,ggLE[ PEDESTRIAN PUSHBUTTON SCC NOTE 1 SEC NOTE 1
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